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Product Specifications Lubricants - Robco DDR-1063

DDR-1063  High Performance Grease
SPECIFICATIONS:
NLGI Grade 3
Colour tan
Texture smooth
Consistency, ASTM D217, worked penetration, mm/10 240
Dropping Point, ASTM D2265 250°C/482°F
Base Oil Viscosity

@ 40°C cSt. 232
@ 100°C/212°F, cSt 20

Extreme Pressure/Wear Performance
Timken OK Load, ASTM D2509 23 kgs
4 Ball EP, ASTM D2596
load wear index 55 Kgf

weld point 400 Kgf
4 Ball Wear, ASTM D2266 (scar diameter)

40 kg, 1200 rpm, 75°C/166°F, 1 hour 0.45 mm
Leakage/Separation Characteristics
Oil Separation, ASTM D1742, mass 0.1%
Corrosion Resistance
Rust Test Rating, ASTM D1743 pass
Salt Fog, ASTM B117, hours to failure, 1 mil dft > 300
Oxidation Resistance
Bomb Oxidation, ASTM D942, psi drop after 1000 hours 6.0 psi
Stability
Worked Stability, ASTM D217, % change from baseline

worked 100 000 strokes 2.3
Shell Roll, ASTM D1831, % change from baseline 3.7

DDR 1063 is a high performance diamond drill
rod grease developed to operate at all tempera-
tures. DDR 1063 has exceptional mechanical
stability and will stick and spread on rods at all
temperatures. For very hot seasons and cli-
mates, DDR 1063 will not liquefy as other
greases do.

Applications
Diamond Drill Rods and wet conditions.

Special Features
Contains water resistant polymers in a heavy
base stock. Available in all NLGI Grades, to a
minimum cone penetration of 240 mm/10
(Grade 3).Performance data may vary between
grades. Please read the Material Safety Data
Sheet (MSDS) before using this product.

Product Specifications Lubricants - SAF-T-EZE Regular Anti-Seize

SPECIFICATIONS:
Colour silver gray
Temperature range -65°F to 2000°F
NLGI Grade 1
Specific Gravity 1.2
Weight per gallon 10.3 lbs
Penetration 270 ± 20
Drop Point 380°F
Flash Point: C.O.C. 500°F
Particle Size 1.5 Mil Maximum (25µ)
Coefficient of Friction 0.08 (shell 4 ball method)

Possible Applications
SAF-T-EZE Aerosol Regular Anti-Seize can be used as
a lubricant, a sealer, a break in lubricant, ortapping
compound on plastics as well as metals.  Surfaces are
best cleaned before application as grit or lowquality
oil/grease may be present and best performance is
required.  The reduction in assembly frictionincreases
torque tension by about 20 percent.  Use on threaded
parts, bushings, gears, valve stems, chains,sprockets,
levers, hinges, pivots, rollers, heat exchanger or mani-
fold bolts, or as a gasket release agent,etc.
Note: This product is not recommended for pure oxygen systems.

SAF-T-EZE Aerosol Regular Grade provides protection as
a high temperature anti-seize and extreme pressure lubricant.
SAF-T-EZE stops corrosion, galling and seizure between metal
parts.  Regular Grade performs to 2000oF. 

SAF-T-EZE Aerosol Regular Grade Anti-Seize is a smooth, non-
separating formula consisting of a lithium soap thickened
grease into which is compounded very fine flaked copper as
well as graphite lubricants and corrosion fighting inhibitors.
This high performance grease and solid additives provide
extreme pressure lubricating properties that prevent galling
and cold welding and at the same time prevent water wash
out and galvanic pitting from electrolysis of road salt, acid
rain or salt water

.SAF-T-EZE Aerosol Regular Anti-Seize is non-hardening and
has exceptional thermal stability.  The particles present are
inert and will not evaporate at extreme temperatures and
their heat resistant qualities will prevent carbon fusion and
seizure at temperatures approaching 2000oF.  This anti-seize
compound does not contain lead, molybdenum disulfate or
halogen compounds.


